LEGEND

CONDUIT RIGID NONMETALLIC SCHEDULE 40,

— — — 2-INCH UNLESS OTHERWISE NOTED.
(INSTALL SCHEDULE 80 BELOW ROADWAY
AND DRIVEWAYS)

—_— ]

PROPOSED SINGLE ARM LIGHT FIXTURE AND I
CONCRETE BASE TYPE 5

PULL BOXES STEEL, 24x36-INCH

LM-AO1 (5,7/5)

14+15.00, 20.5' LT
BACKLIGHT CONTROL SHIELD

LIGHTING CONTROL CABINET AND ELECTRICAL
SERVICE METER BREAKER PEDESTAL ON
CONCRETE CONTROL CABINET BASE TYPE L24

o
©
K

LUMINAIRE NUMBER
LIGHTING CIRCUIT/RECEPTACLE CIRCUIT

LM-XXX (X,X/X)
STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF BASE)

HANDHOLE NUMBER

LM-A02 (5,7/7)

15+95.00, 20.0' LT
BACKLIGHT CONTROL SHIELD

PB-XX
STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE)

CONDUIT QUANTITY/SIZE

LACY RD

MATCHLINE STA 16+00

PHASE AND NEUTRAL CONDUCTOR QUANTITY/SIZE
(AWG)/CIRCUIT
——EQUIPMENT GROUNDING CONDUCTOR

QUANTITY/SIZE (AWG)

GENERAL NOTES:
PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE.

| RECEPTACLES TO BE MOUNTED AT 16'-0 TO BOTTOM OF RECEPTACLE.
MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE
FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING
TRAFFIC.

CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB

R/W

HAND/OR ROADWAY.

STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE.
ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC
SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES,
WHERE SCHEDULE 80 SHALL BE USED.

LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY
ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET.

LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE
LUMINAIRE (SPV.0060.01) MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER.

PB-02
7+79.00, 20.0' LT

LM-A03 (5,7/5)

17+88.00, 20.0' LT

17+05.00, 20.0' LT

00 17+00

LM-A04 (5,7/T)

19+85.00, 20.0' LT
BACKLIGHT CONTROL SHIELD

19+00

20+00

MATCHLINE STA 16+00

LACY RD

MATCHLINE STA 22+00

=z

=z
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= [ / LIGHT TO REMAIN
| \ N
GENERAL NOTES: ———)——— >
PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE. ~ 2
RECEPTACLES TO BE MOUNTED AT 16'-0 TO BOTTOM OF RECEPTACLE. \ T — U S
MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE S
FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING _ LEGEND
TRAFFIC. LCLENND LUMINAIRE NUMBER
i LIGHTING CIRCUIT/RECEPTACLE CIRCUIT
CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB | - 29,“:,%‘,1‘5&1‘225Ng#h‘égﬁ,@LE'CNS%SPULE 40, LVSXXK (K.X/X)
AND/OR ROADWAY: ( UNSTALL SCHEDULE 80 BELOW ROADWAY STA. XXX+XXXX, XXX RT.-LOCATION (TO CENTER OF BASE) I I
! AND DRIVEWAYS) . XXy XX .
STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE.
PROPOSED SINGLE ARM LIGHT FIXTURE AND [ HANDHOLE NUMBER N
ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC o CONCRETE BASE TYPE 5
SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES, PB-XX
WHERE SCHEDULE 80 SHALL BE USED. © PULL BOXES STEEL, 24x36-INCH STA. XXX+XXXX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE)
LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY CONDUIT QUANTITY/SIZE
LIGHTING CONTROL CABINET AND ELECTRICAL
ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET. E SERVICE METER BREAKER PEDESTAL ON PHASE AND NEUTRAL CONDUCTOR QUANTITY/SIZE
(AWG)/CIRCUIT
LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE CONCRETE CONTROL CABINET BASE TYPE L24 ————— EQUIPMENT GROUNDING CONDUCTOR
LUMINAIRE (SPV.0060.0D MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER. QUANTITY/SIZE (AWG)
/ ’ l PB-03 _———— e L
3] 28+60.00, 3L0' LT
{ [ W RW ™ ~ T T3 T T T N T T Ty oy — — s T — e —
1 3 T
§ 2248, 6 6 §
& 5,7] |GRD \ ¥
<C \ <T
» N\ 31400 o 32400  LACY RD , 33+00 . 34{
o . 30+00 \ b O y t o
3 —O ‘ 2
[&] Q
]
I N < -« e "5 S———g
2 3 T~ . _ - — - — —— — —_— 2" 7] 7]
—————————— TA 3 / LM-A09 (5,7/5) 5,7,9] [GRD
4 N 57] [GRD 32+00.00, 20.0' RT
— R/W .
R/W .
T qros hokcamous 2oy oo
29+10.00, 20.0' RT _— .
I bt S LI SERVE FROM_CIRCUIT (9)
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N4 i \-/ LM-All (5,7/5)
35'-“140“(\)1(()’ ‘256737)” 5.1.9] |GRD 38+10.00, 20.0' RT
+10.00, .0'
GENERAL NOTES:
R/W PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE.
r—-——— ~|RECEPTACLES TO BE MOUNTED AT 16'-0 TO BOTTOM OF RECEPTACLE.
MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE
FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING
TRAFFIC.
CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB
S AND/OR ROADWAY.
S —
- T~ STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE. N
~
// ~ ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC
s LM-Al4 (5,7/5) ~ SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES,
_ A0+94.77, 9L LT ~— WHERE SCHEDULE 80 SHALL BE USED.
e ~__ Ry LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY
- ¥ ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET.
LM-A13 (5,7/T) —
30769.00, 44.0' L ~ LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE L
e LM-AI5 (5,7/7) ~ LUMINAIRE (SPV.0060.00 MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER.
- v ~—— AR A
Ioreeo 100 T 42+83.00, 27.0' LT DN
P o
— i)
(Y]
T
—— LACY RD Ik
1 0o . o
g = o) . S W
=
é 44+00 5
P
o —— —— — =
(%] ~ — —
w 1 Ve ==
5| 70v56.00, 22.0° kT 43+00 —~ A 32 ! /
g — N\ 25| [GRD
L ==t0 |
= F— =—
—— =— LM-A19 (4,6/4)
LM-A12 (5,7/5) — 35+4251, 19.4' RT
70+38.00, 22.0° RT R/W LI VR B R
LUMINAIRE NUMBER
2 LEGEND [—LIGHTING CIRCUIT/RECEPTACLE CIRCUIT
LM-A36 (5,7/7) 3 A LM-AI8 (4.6/6) _ CONDUIT RIGID NONMETALLIC SCHEDULE 40, LM-XXX_(X,X/X)
: 7 s Al — — 2-INCH UNLESS OTHERWISE NOTED. STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF BASE)
E 41r47.00, 39.5' AT r N 42+44.90, 23.0° RT i (NSTALL SCHEDULE 80 BELOW ROADWAY
/g\\ / P AND DRIVEWAYS) HANDHOLE NUMBER
LIGHTING |CONTROL CABINET - oy PROPOSED SINGLE ARM LIGHT FIXTURE AND PB-XX
120/240 24-INCH - CONCRETE BASE TYPE 5 STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE)
\\ / P - — ‘B PULL BOXES STEEL, 24x36-INCH CONDUIT QUANTITY/SIZE
- LIGHTING CONTROL CABINET AND ELECTRICAL P It NEUTRAL CONDUCTOR QUANTITY/SIZE
LM-AL7 (4,6/4) - K SERVICE METER BREAKER PEDESTAL ON EQUPMENT GROUNDING CONDUCTOR
/ 41+73.00, 15.0' RT__ CONCRETE CONTROL CABINET BASE TYPE L24 P QUANTITY/SIZE (AWG)
/
o AN TN
31+73.00, 80.0' RT X “x.x “
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= LACY RD &
100 ar+00 s <
] t I + +00
5 ' : S - e\ 100 W
£ LM-A20 (4,6/6) 3
e eeeeYeeYeeYeeYeeeYe—ee———————x 1 3 1 48+50.00, 20.0' RT E
NN N2 ) T T T T e e 1 3 1 =
[4.6]~{GRD A > s = ———— <A ) — — — — — —
B [4,6][GRD
ﬁis 7 __|
R/W ooy _ / R/W
>~ _PB-08 , 1 —
+95.00, .
HECERD LUMINAIRE NUMBER e R S LM-A21 (4,6/4) PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE
CONDUIT RIGID NONMETALLIC SCHEDULE 40, LIGHTING CIRCUIT/RECEPTACLE CIRCUIT 49+34.33, 39.0° RT
— —— — 2-INCH UNLESS OTHERWISE NOTED. S RECEPTACLES TO BE MOUNTED AT 16'-O TO BOTTOM OF RECEPTACLE,
(=] .
UNSTALL SCHEDULE 80 BELOW ROADWAY LM-XXX_(X,X/X) w MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE
AND DRIVEWAYS) STA. XXX+XX-XX, XX.X' RT.-LOCATION (TO CENTER OF BASE) 3 FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING
PB-09 .
PROPOSED SINGLE ARM LIGHT FIXTURE AND o
— HANDHOLE NLUMBER 43+35.00, 46.0' RT
CONCRETE BASE TYPE 5 PBxx I 3 I CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB
- S AND/OR ROADWAY.
©  PULL BOXES STEEL, 24x36-INCH STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE) L =
STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE.
K SERVICE WETER GREAKER PEDESTAL ON CONDUIT QF?,_,AANST,_;TKEIZ,EEUTRAL CONDUCTOR QUANTITY/SIZE / ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC N
CONCRETE CONTROL CABINET BASE TYPE L24 (AWG)/CIRCUIT l SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES,
—————EQUIPMENT GROUNDING CONDUCTOR WHERE SCHEDULE 80 SHALL BE LSED.
QUANTITY/SIZE (AWG) — L
XN XN — LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY
— ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET.
LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE T
| __|LUMINAIRE (SPV.0060.00 MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER.
R/W
R/W | T
/Y / R — =
N .
g e N N B — g
¥ = = AR KA &
N T —1®
5 &
w
=z T T T T T \wy =
I LACY RD 3
] [
3 3
_— 73 —_—— —— "3 T
o 2 2 N\ on A 2 A 2 y _—
\ 2,6/ —GRD [4,6] |GRD]
- —_—
\ LM-A22 (4,6/6) R/W LM-A23 (4,6/4) B R ———
52+50.00, 20.0' RT 55+25.00, 20.0' RT (I R e
_—_— e I
— —_— R/W —_—
T
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/ EXISTING LIGHT TO BE RELOCATED
/ — (%]
——— c
—_— 4
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—— 5
T = I
- o
R/W o O
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p 3
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1 %o 0 59400 : o y
Y PB-10 PB-11 PB-12 £
= 59+04.00, 20.0' R 59+57.00, 2L5' RT 60+13.00, 20.0' RT LACY RD E
o
= 1 3 1 1 3 T =
= —_— — _——— I - - " 4 4 T T = r— 17 - - - — |- — — - - - """ -7 - - 21 4 4 - T —
N\ GRD \ AmAm
LM-A24 (4,6/6)
— 62+40.00, 20.0' RT
— R/W J—
z -
(@]
[ ]
>
T “ - LEGEND
8 _——— LUMINAIRE NUMBER
GENERAL NOTES: = CONDUIT RIGID NONMETALLIC SCHEDULE 40, LIGHTING CIRCUIT/RECEPTACLE CIRCUIT
PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE. 3 — — — 2-INCH UNLESS OTHERWISE NOTED.
(NSTALL SCHEDULE 80 BELOW ROADWAY LM-XXX_(X,X/X)
RECEPTACLES TO BE MOUNTED AT 16'-0 TO BOTTOM OF RECEPTACLE. 2 AND DRIVEWAYS) STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF BASE)
MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE 4
| |FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING PROPOSED SINGLE ARM LIGHT FIXTURE AND HANDHOLE NUMBER
TRAFFIC. — CONCRETE BASE TYPE 5 PB-XX N
CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB © PULL BOXES STEEL, 24x36-INCH STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE)
AND/OR ROADWAY,
LIGHTING CONTROL CABINET AND ELECTRICAL CONDUIT QUANTITY/SIZE
STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE. @ SERVICE METER BREAKER PEDESTAL ON PHASE AND NEUTRAL CONDUCTOR QUANTITY/SIZE
ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC CONCRETE CONTROL CABINET BASE TYPE L24 (AWG)/CIRCUIT
SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES, B L ey CONDLCTOR
WHERE SCHEDULE 80 SHALL BE USED. XN XN . o -
LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY
ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET.
LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE W
LUMINAIRE (SPV.0060.01) MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER. R/
: :
+ o
3 ~
s ACY RD &
L n
v 65+00 66+00 ) A 67+00 68+00 ) 69+00 . 104,
% 1 } 1 + < T T T =
= =
z PB-13 5
S 66+28.00, 2L.0' RT PB-14 g
= 1 3 1 66+94.00, 23.0' RT
—— X —— == === == =G X T A —— ——— =
\ 4,6 GRD
LM-A25 (4,6/4) =
64+50.00, 20.0' RT 3
>
Lo R/W =
)
(=)
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LEGEND LUMINAIRE NUMBER N
CONDUIT RIGID NONMETALLIC SCHEDULE 40, LIGHTING CIRCUIT/RECEPTACLE CIRCUIT
— — — 2-INCH UNLESS OTHERWISE NOTED. LM=XXX (X.X/X)
(INSTALL SCHEDULE 80 BELOW ROADWAY : -
AND DRIVEWAYS) STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF BASE) 2
PROPOSED SINGLE ARM LIGHT FIXTURE AND HANDHOLE NUMBER
> CONCRETE BASE TYPE 5 PB-XX
© PULL BOXES STEEL, 24x36-INCH STA. XXX+XX.XX, XX.X' RT.-LOCATION (TO CENTER OF HANDHOLE)
EXISTING LIGHT BASE TO REMAIN a
\ o EXISTING LIGHT TO REMAIN LIGHTING CONTROL CABINET AND ELECTRICAL CONDUIT QUANTITY/SIZE
RGNS S SN SN D0, NS NV N G G S 2 g SERVICE METER BREAKER PEDESTAL ON PHASE AND NEUTRAL CONDUCTOR QUANTITY/SIZE
R/W = CONCRETE CONTROL CABINET BASE TYPE L24 (AWG)/CIRCUIT
- i ———EQUIPMENT GROUNDING CONDUCTOR
A QUANTITY/SIZE (AWG)
o W X X X
Y S X" X X o
IS X,X] [GRD] g
< 4
=
[72) <
-
w w
Z
z z
(&) )
L;: 14400 LACY RD §
+ 75+00
73+00 ) ol H L o H <
L T2+00 ; : i ' < - - 76+=
A= y A LM-A28 (4,6/6)
74+50.00, 20.0' RT
Y N7 3 s . . O gd——— =3 1
————— — - — — — 0 6 3 o —— =<z E g —
4,6] [GRD 4,6] [GRD
— —! R/W —
CENERAL NOTES:
PROVIDE NEUTRAL WIRE AT EVERY LIGHT POLE TO SERVE 120V RECEPTACLE. —_—_—— )
LM-A27 (4,6/4) I
RECEPTACLES TO BE MOUNTED AT 16'-0 TO BOTTOM OF RECEPTACLE. ~T32.00.20.0 KT
MEASURED FROM BOTTOM OF POLE, NOT POLE BASE. RECEPTACLE SHALL BE -00, 20.
FACTORY PROVIDED AND LOCATED SO THAT IT IS NOT VISIBLE TO ONCOMING
TRAFFIC.
CONDUIT SHALL BE PLACED 2 FEET BELOW GRADE AND RUN PARALLEL TO CURB
AND/OR ROADWAY. r
STATION/OFFSET MEASURED TO CENTER OF CONCRETE BASE AND POLE. f / a N
o
ALL LIGHTING CONDUCTORS SHALL BE RUN IN CONDUIT RIGID NON-METALIC f Y
SCHEDULE 40 2-INCH EXCEPT UNDER ROADWAY OR DRIVEWAY ENTRANCES, -4
WHERE SCHEDULE 80 SHALL BE USED. f (S
LIGHT POLE HANDHOLES SHALL BE FACTORY PROVIDED AND LOCATED SO THEY f )
ARE ON THE OPPOSITE SIDE OF THE POLE FROM STREET. — ’ /
LIGHT POLES SHALL BE FACTORY DRILLED FOR LUMINAIRE MOUNTING. PROVIDE R/W
LUMINAIRE (SPV.0060.0D0 MOUNTING TEMPLATE TO FACTORY UPON PLACING ORDER.
[@)
o
+
[¥s)
~
E LACY RD
w00 =~ : 77+00 78+00 79+00 80+00 81+00 82+00
% ) } L t _ —t - u 4 } L }
S PB-15 CONCRETE BASE TYPE 5 REQUIRED — — =
= 6+17.00, 20.0' RT ———— — —
s — — —
LM-A29 (4,6/4)
i PB-16 78+70.00, 20.0' RT
> 76+94.00, 20.0' RT I
=
— #
>
-— \% & EXISTING LIGHT TO BE R/W
RELOCATED BY OTHERS /
| | |
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